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ABSTRACT
As the saying goes, “In theory there is no difference between theory
and practice. But, in practice, there is.” Networking research has a
wealth of good papers on both sides of the theory-practice divide.
However, many practical papers stop short of having a sharp prob-
lem formulation or a rigorously considered solution, and many the-
ory papers overlook or assume away some key aspect of the system
they intend to model. Still, every so often, a paper comes along that
nails a practical question with just the right bit of theory. When that
happens, it’s a thing of beauty. These are my ten favorite examples.
In some cases, I mention survey papers that cover an entire body
of work, or a journal paper that presents a more mature overview
of one or more conference papers, rather than single out an indi-
vidual research result. (As an aside, I think good survey papers are
a wonderful contribution to the community, and wish more people
invested the considerable time and energy required to write them.)

Categories and Subject Descriptors
C.2.2 [Internetworking]: Network protocols

General Terms
Algorithms, measurement, performance, theory

Keywords
Protocols, routing, optimization, measurement, scheduling, load
balancing

1. PROTOCOL DESIGN AND ANALYSIS
These two papers illustrate beautifully that a protocol is (or should

be!) a distributed solution to some well-formulated problem. Of-
ten, the theoretical model comes after the fact, as a faithful act of
reverse engineering. Perhaps, in the future, we can “play it for-
ward” and use models to guide how we design protocols in the first
place.

1. T. G. Griffin, F. B. Shepherd, and G. Wilfong, “The stable
paths problem and interdomain routing,” IEEE/ACM Transactions
on Networking, pp. 232–243, April 2002.

This journal paper, and the conference papers leading up to it, got
me (and many other people) interested in BGP. The paper describes
the problem that BGP is (implicitly) solving and proved a number
of disturbing negative results about the interdomain routing system.
The paper chipped away at the considerable minutia in BGP to dis-
till the most important aspects of the protocol—that each node has
its own local ranking of (some subset of) the paths, and picks the
highest ranked path consistent with its neighbors’ choices. The pa-
per also presents numerous simple examples—with clever names

like Bad Gadget, Surprise, and Disagree—to illustrate key ideas
and counterexamples. And, who would have ever thought there
was a connection between BGP and 3-SAT? The paper has fostered
a wealth of theoretical work on BGP in recent years—research that
would likely have never happened without someone first doing the
heavy lifting to create a crisp, accurate model of the protocol. This
paper is by no means an easy read, but it is well worth the effort.

2. M. Chiang, S. H. Low, A. R. Calderbank, and J. C. Doyle,
“Layering as optimization decomposition: A mathematical theory
of network architectures,” Proceedings of the IEEE, pp. 255–312,
January 2007.

This paper surveys the growing body of work on designing and
analyzing protocols as distributed solutions to optimization prob-
lems. The paper puts mathematical rigor around the elusive notion
of “network architecture”—the definition and placement of func-
tion in a network. Decomposing the optimization problem leads
to a collection of subproblems (corresponding to different protocol
layers) and variables coordinating the subproblems (corresponding
to the interfaces between layers). For example, early work showed
that TCP congestion control—where end hosts increase and de-
crease their sending rates in response to packet losses—implicitly
maximizes aggregate user utility. Each of the many variants of TCP
correspond to a utility function with a different shape. Using op-
timization decomposition for “forward engineering” has led to a
variety of new protocols, including TCP FAST and new MAC pro-
tocols, with provable optimality and stability properties. Although
optimization theory does not provide all the answers, this paper
shows that it can be a valuable guide along the way.

2. NETWORK-WIDE MEASUREMENT
During the last ten years, network measurement has become a

rich and vibrant research area, starting with early work character-
izing the properties of IP traffic on individual links and the perfor-
mance of end-to-end paths through the Internet. Later work rec-
ognized the value of measurement data in the design and opera-
tion of data networks, such as Internet Service Provider backbones.
Network operators often need a network-wide view of the traffic,
to detect denial-of-service attacks or perform traffic engineering.
However, there is often a large gap between the available measure-
ment data and what the network operators want to know. These two
papers offer a fresh view of how to extract the most useful informa-
tion out of a small amount of measurement data.

3. N. G. Duffield and M. Grossglauser, “Trajectory sampling for
direct traffic observation,” IEEE/ACM Transactions on Networking,
pp. 280–292, June 2001.

Most measurement research has focused on making clever use of
whatever data we are lucky enough to have, or designing point so-
lutions that compute one specific statistic of interest. This paper is
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a notable exception. The paper proposes that routers sample pack-
ets in a consistent fashion, to compute a “trajectory” that follows a
subset of the packets as they flow through the network. Trajectory
sampling can be used to determine the application mix in a net-
work, trace distributed denial-of-service attacks, measure one-way
loss and delay, and so on. Rather than marking the sampled pack-
ets as they enter the network, each router applies the same hash
function to sample the same packets at each hop in their journey.
The paper shows that IP packets have sufficient entropy to enable
pseudo-random sampling with a hash function that operates on a
relatively small number of bits. A second hash function can pro-
duce concise summaries of the sampled packets for efficient export
to the monitoring system. Trajectory sampling is simple and effec-
tive, and is part of the packet sampling standards being developed
in the “psamp” working group at the IETF.

4. Y. Zhang, M. Roughan, N. Duffield, and A. Greenberg, “Fast
accurate computation of large-scale IP traffic matrices from link
loads,” Proc. ACM SIGMETRICS, pp. 206–217, June 2003.

Network operators need to know the traffic matrix—the offered
load between all pairs of ingress and egress points in the network—
to perform traffic engineering and capacity planning. However,
the traffic matrix is surprisingly difficult to compute without fine-
grained measurements around the perimeter of the network. For
several years, researchers investigated “tomography” techniques that
try to infer the traffic matrix from link-load statistics and routing in-
formation. However, the problem is significantly under-constrained,
since the number of links (providing aggregate load statistics) is
much less than the number of ingress-egress pairs (comprising the
traffic matrix). Early research tried to apply existing tomography
techniques (developed in other domains, such as transportation net-
works), but the results were fairly poor due to a mismatch in the as-
sumptions underlying these models. This paper introduced a “grav-
ity model” that worked much better, and faster, than previous tech-
niques. An excellent follow-up paper on “An information-theoretic
approach to traffic matrix estimation” at SIGCOMM’03 provided
the mathematical explanation for why the so-called “tomo-gravity”
scheme works so well.

3. EFFICIENT DATA STRUCTURES
Many networking problems are, at heart, problems of scale. Of-

ten, we have more data than we can efficiently analyze, or need to
maintain more state than is reasonable to store in practice. Clever
ways to cull through large volumes of data, or maintain an accu-
rate approximation of system state, are hugely valuable in practice.
These two papers are nice examples.

5. Cristian Estan, Stefan Savage, and George Varghese, “Au-
tomatically inferring patterns of resource consumption in network
traffic,” Proc. ACM SIGCOMM, pp. 137–148, August 2003.

Network operators analyzing packet or flow traces must extract
meaningful information from large volumes of high-dimensional
data. Early work simply aggregated the data in pre-determined
ways (such as TCP connections, IP address pairs, or IP prefixes)
and reported the top contributors of traffic. However, the network
operators actually want something different: they want to know
the “important” or “unexpected” contributors of traffic. This paper
presents algorithms that identify large traffic clusters, with the goal
of minimizing their representation. The algorithms compute multi-
dimensional trees that aggregate the data along various dimensions,
and identify the nodes that represent significant and distinctive ag-
gregates of traffic. For example, the algorithms might identify that
a single UDP transfer is responsible for 15% of the traffic, and a
particular source IP address is responsible for another 25%, rather
than simply reporting a list of the top-ten flows. The paper presents

algorithms and bounds, evaluation on measurement traces, and a
publicly-released tool (called AutoFocus) used by network opera-
tors.

6. A. Broder and M. Mitzenmacher, “Network applications of
Bloom filters: A survey,” Internet Mathematics, vol. 1. no. 4, pp.
485–509, 2004.

A Bloom filter is a succinct data structure for representing a
set of items, with the goal of answering membership queries. A
Bloom filter often requires significantly less space and bandwidth
than storing and transmitting an entire list of items, at the cost of
introducing false positives. (Fortunately, false positives are accept-
able in many practical applications.) The basic idea is to maintain
an array of m bits and use k independent hash functions to map
each item to a random number in the range 1, 2, . . . , m. Adding an
element to the set involves setting the associated bits in the Bloom
filter to 1; similarly, a set-membership query involves checking that
all of the associated bits are set to 1. Although Bloom filters were
invented more than 35 years ago, their use in the networking com-
munity is relatively new. This survey paper gives a nice overview
of the ways Bloom filters have been used, and extended, in solv-
ing a variety of networking problems, such as summarizing con-
tent in peer-to-peer networks, collecting traffic measurements, and
detecting forwarding loops. The paper also gives a very accessi-
ble overview of the mathematics behind Bloom filters and several
useful variants like counting Bloom filters and compressed Bloom
filters.

4. TRAFFIC SHAPING AND SCHEDULING
In the early-to-mid 1990s, the networking community produced

a wealth of interesting theoretical papers on providing quality-of-
service guarantees in packet-switched networks. Narrowing down
to a small set of papers is understandably difficult, but these two
papers stick out in my mind as great examples of clearly formulated
practical problems coupled with elegant, rigorous solutions.

7. A. Parekh and R. Gallagher, “A generalized processor shar-
ing approach to flow control in integrated services networks: The
single-node case,” IEEE/ACM Transactions on Networking, pp. 344-
357, June 1993.

This paper and the sequel on the “multiple-node case” (in the
April 1994 issue of ToN) are true classics. I’ve lost count of how
many times I read them back in the mid 1990s. The paper pro-
poses generalized processor sharing (GPS) as an idealized model
for the design and analysis of packet-scheduling algorithms such
as weighted fair queuing (WFQ). In GPS, each active flow i is al-
located a share of the link bandwidth in proportion to its weight
wi, where all traffic is fluid. Practical WFQ schemes can schedule
packets based on their finishing time (or starting time) in a GPS
simulation of the system, and their performance can be analyzed in
terms of the fairness and delay guarantees the idealized GPS system
would have provided. In particular, the paper shows that packet-
based GPS schemes, combined with leaky-bucket admission con-
trol, allow a network to provide tight bounds on throughput and
delay. Neat.

8. J. D. Salehi, Z.-L. Zhang, J. Kurose, and D. Towsley, “Sup-
porting stored video: Reducing rate variability and end-to-end re-
source requirements through optimal smoothing,” IEEE/ACM Trans-
actions on Networking, pp. 397–410, August 1998.

Variable-bit-rate video streams, with frame sizes that can vary
wildly over time, are challenging to deliver efficiently. Allocating
network bandwidth for the peak bit rate is wasteful, but allocat-
ing for the mean is not sufficient. During the mid 1990s, several
papers explored ways to “smooth” the variable-bit-rate video by
capitalizing on buffer space at the receiver. The basic problem is to
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transmit frame i (with size fi) to a receiver with buffer space b in
time for playback, while minimizing the burstiness of the network
traffic. The sender must compute a transmission schedule that de-
livers enough data to support continuous playback, but not so much
that the receiver’s buffer overflows. The paper proposed a linear-
time algorithm for computing the schedule that minimizes the max-
imum transmission rate and all higher-order moments, leading to
the greatest possible reduction in rate variability. In addition to pre-
senting an optimal solution to a practical problem, the paper made
an interesting connection to the theory of majorization to formally
define “smoothness” and prove that the algorithm is optimal.

5. LOAD BALANCING
These last two papers are not really networking papers at all,

but I feel compelled to include them in my top-ten list because the
lessons they teach are so relevant to networking. Load balancing is
a problem that arises in many areas of computer science, ranging
from managing jobs on a shared computer cluster to splitting data
packets over multiple paths through a network. Load balancing
raises important questions about how much flexibility is necessary
to make efficient use of system resources, whether it is worthwhile
to revisit past load-balancing decisions, and how to prevent oscil-
lation when reacting to stale information. These two papers focus
precisely on these questions.

9. Mor Harchol-Balter and Allen Downey, “Exploiting process
lifetime distributions for dynamic load balancing,” ACM Transac-
tions on Computer Systems, pp. 253–285, August 1997.

This paper challenged conventional wisdom on whether it is worth-
while to migrate a running job to a different machine to balance
load in a computer cluster. Earlier work had argued that the load-
balancing benefits are outweighed by the overhead of moving the
job, suggesting that load balancing should focus solely on placing

new jobs as they enter the system. The paper analyzed traces of
UNIX workstation workloads to show that, in practice, job life-
times have very high variance, with a few jobs running for quite a
long time. Once a job has stayed in the system for a while, it is
very likely to stay for a long time. Migrating these long-running
jobs is well worth the effort, as the analytical models in the paper
demonstrated. The paper showed, quite effectively, that the work-
load can have a profound influence on the appropriate design of a
system. For me, the paper had another valuable lesson—that high
variability in the workload is not necessarily a bad thing, and can
in fact be turned to your advantage.

10. M. Mitzenmacher, A. Richa, and R. Sitaraman, “The power
of two random choices: A survey of techniques and results,” Book
chapter, in Handbook of Randomized Computing: Volume 1, edited
by P. Pardalos, S. Rajasekaran, and J. Rolim, pp. 255–312, 2001.

To be honest, I included this survey paper in my top-ten list as
a somewhat sneaky way to mention eleven papers, as I wanted to
mention two papers that I like a lot: “The power of two choices
in randomized load balancing” (IEEE Transactions on Parallel and
Distributed Computing, October 2001) and “How useful is old in-
formation?” (IEEE Transactions on Parallel and Distributed Sys-
tems, January 2000), both by Michael Mitzenmacher. The survey
paper summarizes both of these papers, and more. The first pa-
per, on the power of two choices, shows that even a little flexibility
goes a long way. In particular, choosing the best of two randomly-
selected choices (say, of paths through a network) can be remark-
ably effective. The second paper, on stale information, explores
how to balance load when the information is out of date. Selecting
the “best” choice can be misguided, and even lead to instability. In-
stead, selecting the best of two randomly-chosen options is a better
approach. Over the years, I have found both of these papers very
helpful in thinking about how to make load-sensitive routing stable
and efficient.

ACM SIGCOMM Computer Communication Review 45 Volume 38, Number 2, April 2008



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 2.33333
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /PDFX1a:2001
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


